
Ultraviolet Light Disinfection
Equipment and Services

Infection Control from 

A to UV



COMPLETE ROOM DISINFECTION

THE TORCH™

THE TORCH+™

The Torch™ contains eight high powered UV-C 
lamps to provide quick disinfection times. It simply 

plugs into any standard wall outlet. 

Each Torch™ produces an efficient UV-C output of 
10.8 mJ/minute (180 μw/cm�) to get a calculated 

99% reduction of viruses and bacteria in 1 minute, 
and spores like Clostridium difficile in 5 minutes. 

The Torch™ system is designed to be so 
economical that multiple units are affordable 

enough to place into a room at the same time to 
eliminate shadow areas and maximize coverage for 

the most thorough disinfection process.

Additional sensor unit can be used to monitor 
UV-C dosage and intensity.

The Torch+™ provides the same quality 
results as the Torch™, along with offering 
excellent process control with a built-in 
UV-C sensor and an iPad™ for remote 

control and data logging. Treatment costs 
under a dollar and low lamp costs further 

enhance the affordability.

Users can input name, room number, and 
desired cycle.  After exposure, results are 
automatically saved.  The Torch+™ can be 

controlled by time or desired dosage, 
allowing for precise quality control 

standards, as well as ease.



COMPLETE ROOM DISINFECTION

THE FLASHBAR™
The Flashbar™ is a mountable UV-C disinfection device that can easily be hardwired into a ceiling 

or wall, or simply plugged in for quick installation and portability.  There are multiple lengths 
available as well as different intensities and styles of light exposure.

Turn any room into an easy, quick and cost-effective disinfection room using our Flashbar™ UV-C 
lighting system.  A Flashbar™ provides a cost-effective method to disinfect instrumentation, beds, 
tables, tools and other surfaces in a room. By adjusting the quantity and placement of Flashbars™ 

in a room, decontamination can match workflow patterns involved in the facility’s layout.

Styles can focus the light downward, to ensure precise targetted exposure of UV-C light onto 
specific surfaces.  Conversely, alternative styling offers the opportunity for light to be spread in an 

outward manner, ideal for full room disinfection.  

UV-C output varies depending on size of Flashbar™.  However, a 48” unit that focuses the light 
outwards, available with two bulbs, produces an efficient UV-C output of approximately 

250 µW/cm2 at a distance of 8 feet. This equates to approximately 15 mJ/cm2 UV-C dosage 
during a one-minute.  A 48” unit that focuses the light downwards, available with four bulbs, 

produces an efficient UV-C output of approximately 500 µW/cm2 at a distance of 8 feet.   
Or, approximately a 30 mJ/cm2 UV-C dosage during a one-minute.  Bulbs also have an efficiently 

long lifetime of about 13,000 hours.  



AMBULATORY DISINFECTION

The Lantern™ is an easily transportable UV-C disinfection 
system designed for use in any healthcare, laboratory, or 

research, or other setting with emphasis on use within 
emergency response vehicles. It is used to provide a rapid and 
highly effective method to disinfect surfaces and components 
to reduce the transfer of dangerous organisms. The Lantern™ 
can be used in both the upright and inverted positions such 
that it can be hung from railings or hooks. The Lantern™ can 

also be used in doctor’s offices where it can be used to disinfect 
both patient and waiting rooms during evening hours.

The Lantern™ produces an efficient UV-C output of 
150 µW/cm2 to get a calculated 99% reduction of viruses and 
bacteria in about 1 minute and spores like Clostridium difficile 

in 6 minutes within a 4ft distance.

THE LANTERN™



DISINFECTION CHAMBERS

The Flashbox mini™ is a tabletop UV-C disinfection chamber. 
It is used to provide a rapid and highly effective method to 

disinfect tablet computers, phones, remote controls, 
miscellaneous electronics, instruments, and components to 
reduce the transfer of dangerous organisms. It also offers a 
way to disinfect components without removing them from 

the room, which helps minimize the chance for 
cross-contamination.

The Flashbox mini™ contains 1 quartz glass shelf to support 
the items being disinfected.  It simply plugs into any wall 

outlet.  The disinfection chamber produces an efficient UV-C 
output of appoximately 1000 µw/cm� to achieve a 99.99% kill 
of spores like C. diff and a greater than 99.99% kill of viruses 

bacteria such as MRSA and Hepatitis in 30 seconds.

THE FLASHBOX™

THE FLASHBOX MINI™

The Flashbox™ UV-C Disinfection Chamber is an easy-to-use 
disinfection chamber designed for use in any healthcare, 

pharmaceutical, laboratory, or research setting. It is used to 
provide a rapid and highly effective method to disinfect tablet 
computers, blood pressure cuffs, stethoscopes, RFID tags, and 
components to reduce the transfer of dangerous organisms.   

It also offers a way to disinfect components without removing 
them from the room, which helps minimize the chance for 

cross-contamination.

The Flashbox™ contains 2 quartz glass shelves to support the 
items and allow for complete disinfection of all its surfaces.  
The disinfection chamber produces an efficient UV-C output 

of 60 mJ/cm2 every minute to get a calculated 99.9% 
reduction of bacteria like MRSA in about 10 seconds and a 

99% reduction of spores like Clostridium difficile in less than 
1 minute.

The Flashbox™ has a easy to use digital timer to set 
disinfection time.  The Flashbox has a transparent door, 
allowing for visual confirmation that the unit is working 

properly.  The door contains a safety switch which turns the 
unit off if the door is opened during an exposure as well.

94.5% of healthcare 
worker’s phones 

demonstrated evidence 
of bacterial 

contamination



CLEANROOM DISINFECTION

THE FLASH-THRU™
The Flash-Thru™ UV-C disinfection pass-through offers dual-door design to enable a way to 

disinfect components in between an ordinary room and a clean, disinfected room without any 
risk of cross-contamination.   Items enter the Flash-Thru™, remain in the chamber until 

exposure time has elapsed, and then the items are ready to be accessed inside the clean room 
from the chamber’s door on that end.  Items are now disinfected and can be appropriately 

used without risk of contaminating the facility.

HAIs result in up to 
$4,500,000,000 
in additional healthcare 

expenses annually

The Flash-Thru™ contains 1 quartz glass 
shelf to support the items being disinfected 

and plugs into any wall outlet.  The 
disinfection chamber produces an efficient 
UV-C output of 60 mJ/cm2 every minute to 
get a calculated 99.9% reduction of bacteria 
like MRSA in about 10 seconds and a 99% 

reduction of spores like Clostridium difficile 
in less than 1 minute.



CLEANROOM DISINFECTION

THE FLASH TUNNEL™

The Flash Tunnel™ offers a conveyor design to 
enable a way to disinfect components from a 

typical environment into a barrier facility without 
any risk of cross-contamination.   Items enter the 

Flash Tunnel™ and ride the conveyor that 
controls the proper exposure time to ensure 
complete disinfection, and then the items are 

ready to be collected in a clean environment on 
the opposite end.

The Flash Tunnel™ can be customized to any 
length and will be adjusted to complete a 

specified UV-C dosage at the end of the run by 
adjusting the speed or length of the conveyor 

system.  

The Flash Tunnel™ has open ends, allowing 
visual confirmation that the unit is working 

properly.

The UV-C bulbs are shielded by the metal 
enclosure which blocks UV-C wavelengths from 

passing through.

The Flash Tunnel™ is easily operated with 
minimal training. 

67 of 70 remote 
controls tested as part 

of a blind study 
demonstrated at least 
one bacterial species

95 of 100 keyboards 
from 29 clinical areas 

tested positive for 
bacterial contamination



AIR DISINFECTION

THE AIRGLOW™
AirGlow™ is an in-duct ultraviolet 

light disinfection system that can be 
installed in any HVAC system.  The 
AirGlow™ can help reduce and/or 
eliminate the growth of bacteria, 

mold and spores and also prevent 
the spread of airborne cold and flu 
viruses, as well as other airborne 

transmitted diseases.

As air passes the quartz glass bulbs 
of the AirGlow™, the travelling air is 
disinfected, and harmful organisms 

that may have been present are 
killed.  

Various sizes are available to fit any 
HVAC system’s needs.

The Torch Aire-Recessed™ is an ultraviolet 
light room air disinfection unit. Torch 
Aire-Recessed™ is designed to help 

eliminate airborne microbes, particularly in 
crowded or poorly ventilated areas, and in 

situations where the risk of cross 
contamination is high. 

Torch Aire-Recessed™ is easily mounted in a 
ceiling and fits especially well within a drop 
ceiling format. It works by pulling air inward 

and allowing for enclosed UV-C bulbs to 
disinfect the air that passes over the bulbs. 

The unit is constructed of stainless steel with 
a reflective aluminum exposure chamber.

TORCH AIRE-RECESSED™



BATTERY POWERED DISINFECTION

Eliminate the restrictions of a cord to disinfect areas that lack 
electrical outlets, or where it is simply easier to operate 

without the hassle of power cords.

  

POWERFUL BATTERY, POWERFUL UV-C DiSiNFECTiON 

Lightning Volt™ is an easily portable 
wheeled device.  Its battery opperation 

allows for added flexibility for 
repositioning and traveling over large 

distances with ease.  

UV-C output is 300 μw/cm� which results in 
a UV-C dosage of 18 mj/cm� at a 4-foot 

radius.  

 The Lightning Volt™ is calculated to result 
in an 99% reduction of most viruses and 
bacteria  within 1 minute, and spores like 
Clostridium difficile within approximately 

5 minutes.

The Lightning Volt™ can operate for 
up to 2.5 hours on a charge, with 
disinfection cycles requiring only 

minutes.

Applications Include:

-Elevators
-Transport Vehicles
-Bathrooms
-Patient Rooms 
-Intensive Care Units
-Hallways
-Emergency Rooms
-Etc.

LiGHTNiNG VOLT



Branchburg, NJ USA
www.cleanhospital.com

908-236-4100
EPA Establishment Number 80802-NJ-001

High-level disinfection
without the 

high-level pricetag

Simple
All of our UV-C products are 
made for simple operation, 
and are able to be used out 
of the box within minutes.

Inexpensive 

Our UV-C systems are 
affordable to purchase and 

even more affordable to use, 
with each exposure costing 
only pennies.  Our systems 

have no required 
maintenance costs and UV 

bulbs all have long lifespans 
and low replacement costs.

Reliable
All of our products are made 

with high quality 
components and 

construction to offer long 
lasting, reliable disinfection.

Safe
Our UV-C products 

incorporate various safety 
features to protect users and 
nearby personnel including 

motion sensors, delay 
timers, and emergency stops

the TORCH
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